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To: FSP Group Inc. 

全漢企業股份有限公司 

 

330桃園市建國東路 22號 

No. 22, Jianguo E. Road 
Taoyuan 330 
Taiwan 

Date: 25 July 2025 

Attn.: Mr. Mike Lin 

 

Customer Number: 1668032 
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Ref.: Approval of Modifications 

 

Product Name : Switching Power Adapter 

Type Designation : FSP250M-KzA (FSP)  

PMP250-xyyyyy (PROTEK POWER) 

Certificate No. : TA 50434864 

Report No. : 50202849 003 

Reference Number : P01969876 

 
Dear Mr. Lin,  

We herewith recognize modifcations  as mentioned for your certified products as 

requested in your email, dated 28 May, 2025. 

 

Enclosed please find attached Appendix (4 pages), Photo Documentation (1 page) 

and Technical Documentation (2 pages) authorized by us, stamped “Geprüft und 

Genehmigt” (reviewed and approved) and dated 25 July, 2025. 

 

For our annual factory inspection please keep this copy at the respective production 

site. Please contact our office for safety approval of your new products.  

 

We appreciate your kind support and would like to offer our assistance and 

continuous services in the future. 

 

Yours sincerely, 

 
TÜV RHEINLAND Taiwan CO., LTD. 
 
 
 
 
Brian Huang 
Location Field Manager 
 
Enclosure (7 pages) 
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APPENDIX 
 

Description of modifications: 

1. Add an alternative design for model FSP250M-KFA. 
 

List of critical components:  

 

 

 

 

Object / part No. Manufacturer/ 
trademark 

Type / model Technical data Standard Mark(s) of 
conformity1) 

Y-Capacitor  

(CY1, CY2)  

(Optional)  

(Y1 Type)  
for all models with 
design type A 

TDK Corporation CD Max. 470pF,  

Min. 250Vac,  

125°C. 

IEC/EN IEC 

60384-14: 2023, 

ANSI/UL 60384-

14 

VDE, UL 

 Murata Mfg Co 

Ltd 

KX Max. 470pF,  

Min. 250Vac,  

125°C. 

IEC/EN IEC 

60384-14: 2023, 

ANSI/UL 60384-

14 

VDE, UL 

 Walsin 

Technology Corp 

AH Max. 470pF,  

Min. 250Vac,  

125°C. 

IEC/EN IEC 

60384-14: 2023, 

ANSI/UL 60384-

14 

VDE, UL 

 Welson Industrial 

Co Ltd 

WD Max. 470pF,  

Min. 250Vac,  

125°C. 

IEC/EN 60384-

14: 2013+ A1: 

2016, ANSI/UL 

60384-14 

VDE, UL 

 Jya-Nay Co Ltd JN Max. 470pF,  

Min. 250Vac,  

125°C. 

IEC/EN 60384-

14: 2013+ A1: 

2016, ANSI/UL 

60384-14 

TÜV, UL 

 Success 

Electronics Co., 

Ltd 

SE Max. 470pF,  

Min. 250Vac,  

125°C. 

IEC/EN 60384-

14: 2013+ A1: 

2016, ANSI/UL 

60384-14 

VDE, UL 

25 JUL, 2025 
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Object / part No. Manufacturer/ 
trademark 

Type / model Technical data Standard Mark(s) of 
conformity1) 

Y-Capacitor  

(CY1, CY2)  

(Optional)  

(Y1 Type) 
for model 
FSP250M-KFA 
with design type B 

TDK Corporation CD Max. 1000pF,  

Min. 250Vac,  

125°C. 

IEC/EN IEC 

60384-14: 2023, 

ANSI/UL 60384-

14 

VDE, UL 

 Murata Mfg Co 

Ltd 

KX Max. 1000pF,  

Min. 250Vac,  

125°C. 

IEC/EN IEC 

60384-14: 2023, 

ANSI/UL 60384-

14 

VDE, UL 

 Walsin 

Technology Corp 

AH Max. 1000pF,  

Min. 250Vac,  

125°C. 

IEC/EN IEC 

60384-14: 2023, 

ANSI/UL 60384-

14 

VDE, UL 

 Welson Industrial 

Co Ltd 

WD Max. 1000pF,  

Min. 250Vac,  

125°C. 

IEC/EN 60384-

14: 2013+ A1: 

2016, ANSI/UL 

60384-14 

VDE, UL 

 Jya-Nay Co Ltd JN Max. 1000pF,  

Min. 250Vac,  

125°C. 

IEC/EN 60384-

14: 2013+ A1: 

2016, ANSI/UL 

60384-14 

TÜV, UL 

 Success 

Electronics Co., 

Ltd 

SE Max. 1000pF,  

Min. 250Vac,  

125°C. 

IEC/EN 60384-

14: 2013+ A1: 

2016, ANSI/UL 

60384-14 

VDE, UL 

25 JUL, 2025 
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Object / part No. Manufacturer/ 
trademark 

Type / model Technical data Standard Mark(s) of 
conformity1) 

Y-Capacitor  

(CY3, CY5)  

(Optional)  

(Y1 type)  
for all models with 
design type A 

TDK Corporation CD Max. 1000pF,  

Min. 250Vac,  

125°C. 

IEC/EN IEC 

60384-14: 2023, 

ANSI/UL 60384-

14 

VDE, UL 

 Murata Mfg Co 

Ltd 

KX Max. 1000pF,  

Min. 250Vac,  

125°C. 

IEC/EN IEC 

60384-14: 2023, 

ANSI/UL 60384-

14 

VDE, UL 

 Walsin 

Technology Corp 

AH Max. 1000pF,  

Min. 250Vac,  

125°C. 

IEC/EN IEC 

60384-14: 2023, 

ANSI/UL 60384-

14 

VDE, UL 

 Welson Industrial 

Co Ltd 

WD Max. 1000pF,  

Min. 250Vac,  

125°C. 

IEC/EN 60384-

14: 2013+ A1: 

2016, ANSI/UL 

60384-14 

VDE, UL 

 Jya-Nay Co Ltd JN Max. 1000pF,  

Min. 250Vac,  

125°C. 

IEC/EN 60384-

14: 2013+ A1: 

2016, ANSI/UL 

60384-14 

TÜV, UL 

 Success 

Electronics Co., 

Ltd 

SE Max. 1000pF,  

Min. 250Vac,  

125°C. 

IEC/EN 60384-

14: 2013+ A1: 

2016, ANSI/UL 

60384-14 

VDE, UL 

25 JUL, 2025 
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Object / part No. Manufacturer/ 
trademark 

Type / model Technical data Standard Mark(s) of 
conformity1) 

Bridging Capacitor  

(CY3, CY4)  

(Optional)  

(Y1 Type) 

for model 
FSP250M-KFA 
with design type B 

TDK Corporation CD Max. 2200pF,  

Min. 250Vac,  

125°C. 

IEC/EN IEC 

60384-14: 2023, 

ANSI/UL 60384-

14 

VDE, UL 

 Murata Mfg Co 

Ltd 

KX Max. 2200pF,  

Min. 250Vac,  

125°C. 

IEC/EN IEC 

60384-14: 2023, 

ANSI/UL 60384-

14 

VDE, UL 

 Walsin 

Technology Corp 

AH Max. 2200pF,  

Min. 250Vac,  

125°C. 

IEC/EN IEC 

60384-14: 2023, 

ANSI/UL 60384-

14 

VDE, UL 

 Welson Industrial 

Co Ltd 

WD Max. 2200pF,  

Min. 250Vac,  

125°C. 

IEC/EN 60384-

14: 2013+ A1: 

2016, ANSI/UL 

60384-14 

VDE, UL 

 Jya-Nay Co Ltd JN Max. 2200pF,  

Min. 250Vac,  

125°C. 

IEC/EN 60384-

14: 2013+ A1: 

2016, ANSI/UL 

60384-14 

TÜV, UL 

 Success 

Electronics Co., 

Ltd 

SE Max. 2200pF,  

Min. 250Vac,  

125°C. 

IEC/EN 60384-

14: 2013+ A1: 

2016, ANSI/UL 

60384-14 

VDE, UL 

Supplementary information: 

1) Provided evidence ensures the agreed level of compliance. See OD-CB2039. 

25 JUL, 2025 
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Report No.: 50202849 003 
   

Product: Switching Power Adapter 

Type Designation: 1) FSP250M-KzA (z = H, G, D, B, C, A, L, E, F or W) (FSP) 

2) PMP250-xyyyyy (x = 12, 13, 13-1, 13-2, 13-3, 14, 15, 16, 16-1, 17, 18 or 19; y = 0-
9, A-Z, hyphen or blank) (PROTEK POWER) 

 

Rev. 0 

 

 
 

 
 

 

 
 

 

 
 

 
  

 

 
 

The alternative design (type B) of output 
cord/ connector for model FSP250M-KFA. 
Refer to CB report for details of marking 
label. 

Internal view of the alternative design 
(type B) for model FSP250M-KFA 

25 JUL, 2025 
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Report No.: 50202849 003 

Description .......... : Circuit diagram of the alternative design (type B) for model FSP250M-KFA 
 

 

25 JUL, 2025 
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Report No.: 50202849 003 

Description .......... : Output cord and connector of the alternative design (type B) for model FSP250M-KFA 
 

 
          

25 JUL, 2025 
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